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% SDD 15D43 Traffic Control, Short Duration Mobile Operations

GENERAL NOTES

SHORT DURATION IS WORK THAT OCCUPIES A LOCATION UP TO 1 HOUR.

LEGEND

V1 SHADOW VEHICLE 1 MOBILE IS WORK THAT MOVES INTERMITTENTLY OR CONTINUOUSLY.

V2  SHADOW VEHICLE 2 ALL VEHICLES SHALL BE EQUIPPED WITH TWO 360 DEGREE HIGH INTENSITY YELLOW FLASHING LIGHTS OR STROBE LIGHTS
V3 ADVANCE WARNING TRUCK AND OPERATED WITH HEADLIGHTS TURNED ON.
ALL VEHICLES SHALL BE EQUIPPED WITH REAR FACING TYPE B OR C FLASHING ARROW PANEL. SIGNS PLACED ON VEHICLES

TRAFFIC CONTROL DRUM MUST NOT OBSCURE THE ARROW PANEL.
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KI TRUCK MOUNTED ATTENUATOR (TMA)

ALL SIGNS ARE 48" X 48" UNLESS OTHERWISE SPECIFIED.
WHEN WORK ACTIVITY BLOCKS THE RIGHT LANE, REVERSE TRAFFIC CONTROL.

WHEN A RAMP INTERSECTS THE FACILITY ON WHICH THE WORK IS BEING PERFORMED, PROVIDE ADDITIONAL TRAFFIC CONTROLS
AS SPECIFIED IN THE CONTRACT OR AS APPROVED BY THE ENGINEER.

SIGN ON TEMPORARY SUPPORT

DIRECTION OF TRAFFIC USE DOUBLE ARROWS WHEN CONVOY IS IN CENTER LANE ONLY.

WHEN NO WORK ACTIVITY IS TAKING PLACE, REMOVE OR LAY STATIONARY SIGNS AND SUPPORTS FLAT ON THE GRADE WITH
UPRIGHTS ORIENTED PARALLEL TO AND DOWNSTREAM FROM TRAFFIC

BACK OF GORE
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pecee .:. FLASHING ARROW PANEL (MERGE)
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77777777777777777777777777777777777777 (1) DISTANGE BETWEEN VEHICLES MAY VARY ACCORDING TO TERRAIN, SIGHT DISTANCE AND OTHER FACTORS. WHENEVER
- - ADEQUATE STOPPING SIGHT DISTANCE EXISTS TO THE REAR, SHADOW VEHICLES SHOULD MAINTAIN THE MINIMUM DISTANCE
FLASHING ARROW PANEL (CAUTION) < MAINLINE WORK ZONE < FROM THE WORK VEHICLE AND PROCEED AT THE SAME SPEED AS THE WORK VEHICLE. SHADOW VEHICLES SHOULD SLOW
. . DOWN IN ADVANCE OF VERTICAL AND HORIZONTAL CURVES THAT RESTRICT SIGHT DISTANCE.

DRUMS ARE TO BE USED FOR BRIDGE DECK SEALING AND OTHER PROJECTS THAT REQUIRE DELINEATION.

PCMS| PORTABLE CHANGEABLE MESSAGE SIGN

WITHIN 5 MILES, RELOCATE SIGNS AS WORK PROGRESSES AND NECESSARY OR AS DIRECTED BY THE ENGINEER.

SIGN NOT REQUIRED IF MOVING OPERATION OCCURS WITHIN A SIGNED ROAD WORK ZONE AREA.
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References:

Part VI from the Wisconsin Manual on Uniform Traffic Control Devices (WMUTCD)
Traffic Engineering, Operations and Safety Manual Chapter 6 (TEOpS Chapter 6)
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